
ALSO AVAILABLE:
PRO1247DS | 39894089
SPARE HDTV DISTRIBUTION RECEIVER

 ■ The PRO1247DS allows you to add more 
zones to your existing HDTV over CAT5 
AV distribution set up

 ■ Receives HD video and audio signals from 
the PRO1247D distribution hub from up 
to 120 metres

 ■ Transmits IR signals to remotely control 
AV devices

 ■ Power LED: Receives power via CAT5 
connection with hub

HDTV & IR Distributor
PRO1247D

Code: 39894088

SHOP ONLINE AT W W W.R ADIOPARTS.COM.AU

4 ZONE HDTV + IR OVER CAT5 DISTRIBUTION HUB

FEATURES:
 ■ Four zone Audio/ Video + IR distribution
 ■ Loop out function
 ■ Send HD video and audio signals up to 120 metres
 ■ Transmit IR signals to remotely control AV devices
 ■ IR confirmation and power LED
 ■ Supports 480p | 720p | 1080i | 1080p
 ■ Both distribution hub and receiver can be wall 

mounted (screws inc.)

CONNECTIONS:
Distribution hub:

 ■ 8x RJ45 ports
 ■ YPbPr video input (3x RCA)
 ■ Coaxial digital audio (DA) input (1x RCA)
 ■ Stereo audio (L/ R) input (2x RCA)
 ■ 3x IR emitter input (3.5mm jack)
 ■ 2x IR link connector (3.5mm jack)

12V DC 1.2A 
power supply

Single IR 
emitter

Dual IR 
emitter

Dual 
band IR 
beamer

The PRO1247D allows you to extend component video, coaxial digital audio, stereo 
audio & IR signals to 4 different zones (expandable up to 8 with loop out function) 
using economical CAT5e cable.
Your source AV device (eg. DVD player) connects to the distribution hub and a 2 
CAT5e cable connection is made to the receiver which is connected to your display 
device (eg. TV).

KIT INCLUDES:
 ■ Distribution hub
 ■ Receiver
 ■ Dual band IR receiver
 ■ Single IR emitter
 ■ Dual IR emitter
 ■ 12V DC 1.2A switch-mode 

power supply
 ■ 8x screws for mounting
 ■ Instructions

Use the Pro1247D to distribute 

HD video and audio 
around your home or business using 

economical CAT5 cable. 
See the diagram on the back page.

PRO2 has full range of CAT5 solutions to distribute various audio, video, and IR 
signals around your home and business.  Check the Radio Parts web site for more 
information.

Receiver:
 ■ 2x RJ45 ports
 ■ YPbPr video output (3x RCA)
 ■ Coaxial digital audio (DA) output 

(1x RCA)
 ■ Stereo audio (L/ R) output (2x RCA)
 ■ 1x IR receiver input (3.5mm jack)

SPECIFICATIONS:
 ■ Video nominal input level: 1 Volt (peak to peak)
 ■ Video input impedance: Distribution hub: 75 ohm
 ■ Video output impedance: AV CAT5 receiver: 75 ohm
 ■ Audio input impedance: Distribution hub: 47k ohm
 ■ Audio output impedance: AV CAT5 receiver: 300 ohm
 ■ Power: 12V DC 1.2A switching power
 ■ Weight: Distribution hub: 460gr/ Receiver: 310gr
 ■ Dimensions:

Distribution hub: 195 (W) x 87 (D) x 27 (H) mm 
Receiver: 158 (W) x 67 (D) x 31 (H) mm

RADIO PARTS GROUP

call 1800 337 366 for more info
www.radioparts.com.au
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PRO1247D  4 ZONE HDTV + IR 
OVER CAT5 // SIMPLE SETUP
The PRO1247D allows you to extend the reach 
and coverage of HDTV signals in and around your 
home or office allowing you to deliver HD audio 
and video to multiple rooms.

Using economical CAT5e cables provide a cost-
effective and efficient solution to distribute HD 
signals.

The included IR over CAT5 feature also allows 
you to use your original or a universal remote to 
remotely control your source device.

Loop out function 
allows you to extend 
the number of zones 
to 8 with additional 

PRO1247DS receivers

CAT5e cable

Power supply

IR emitter

IR receiver
Power is delivered 
to the receiver via 

CAT5e cable


